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Operating principle

ExDomus ® Pro software can be installed on any computer with Microsoft ® XP,
Microsoft ® Vista Mediacenter edition or Microsoft ® VISTA® installed .

It was designed to allow you to manage your h
(lighting, blinds , heating, security systems, etc.)

This application is desig ned to work in client/server mode, i.e. it can work on a
single machine or on several simultaneously.

When being used on a standalone workstation, the PC with the controlling display

is connected to a contr ol [Xenodule) which imespenmosible DHC KN
for communicating with the electronic devices to be managed.

P T Electrical box

KNX
. |-
KNX bus -
usB .
or -
RS232 o I\
E‘::"u Devices

Automation L
server *ﬁ ;
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When being used on several workstations, the machine that communicates with
the electronic equipment via the controller is known as the server

The housebs contr ol Icliemsg ) comnaumdata with thi§ sehver in
order to manage the devices.

PC

Electrical box

- Automation
server

Xbox 360 Media Center

User manual page 4/42 10/12/2007



exXo

KNX technology

December 2003 established from the convergence of Bus Batibus, EIB and EHS,
KNX becomes the European standard for home & building automation.

November 2006:the KNX standard is acknowledged as an international IS/IEC
14543 -3 standard. KNX thus becomes the only international open standard for
home & building technical management.

The KNX association brings together more than a hundred members throughout

the w orld, mainly electrical equipment manufacturers, GTB companies, energy

providers and telecommunication companies. Protecting the interoperability of

the systemods products and durabil it y-ranginghe KNX
features, independent of the dev eloper.

KNX technology offers 3 types of communication media to send commands to the
control modules connected to the electrical devices.
e twisted pair
e power | ine carrier (the information is sent
system)
e radio frequency 868. 3 MHz

These modules can have on/off relay features (light or controlled plug), d immer
(light regulator), motoriz ing management (raising/lowering blinds ), thermostat,
motion or smoke detector etc.

KNX systems are generally offered and activated by tra ined and authori zed
professionals.

Each module has two ID families (known as addresses ):
- command addresses (e.g. ON/OFF or UP/DOWN)
- state addresses (position of the blinds , on or off)

In order to be able to independently control each module, different IDs should be
given to each one. The installer gives addresses to each module and, for
example, programs a push  -button to send a certain value at the corresponding
address to a light regulator.

KNX addresses can be represented in three ways:
- twolevels (e .g. 6/10)
- three levels (e.g. 5/1/56)
- numerical (e.g. 5467)

You will find more information about the KNX protocol on the website
http://www.knx.org/
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Concepts

ExDomus ® Pro will use several concepts that you should be fa miliar with before
starting to configure it:

- Location : a physical location in the house

- Zone: set of grouped devices

- Device: a piece of electrical equipment that can be controlled

- Scene: a set of actions programmed in KNX with ETS

- Sequence: a set of actio ns programmed in ExDomus ® Pro , following
actions, possibly separated by a waiting time for integrating non -KNX
equipment

- Event: this makes it possible to trigger a sequence . An event can be
physical (KNX action), time based (at a determined day and time) o r

ephemeris (depending on the sun's position)

- Notification: a message, in pop -up form, of an email or a message sent
by a Nabaztag (by Violet), which can be sent at the end of a sequence.

- Home Status: 8 generic home statuses that you can adapt (at home,
away briefly, away for a long time, surveillance mode, night mode,

guest mode, do not disturb, manual )
Connecting
The ExDomus ® Pr o server will communicate with KNX moc
controller (reference DHC TPK) connected to a serial port (port RS 232) on your

PC, or possibly by USB.

ExDomus ® Pro automatically recogni zes port RS232 or the USB where you will
have connected your controller.
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Minimum requirements

On PCs

ExDomus ® Pro is made up of three components:
e ExDomus ® Pro server (Microsoft ba ckground process)
o PC with Microsoft® Windows XP Home, Pro, Mediacenter Edition
2005, or all versions of Vista.
0 Microsoft .Net Framework 3.0 (To be downloaded for non -Vista
machines, covered during installation)

e ExDomus ® Pro client
o PC with Microsoft® Windo ws XP Home, Pro, or Me diacenter Edition
2005 (warning:  ExDomus ® Pro cannot be integrated to Mediacenter

XP menus), all versions of Vista (ExDomus ® Pro integrates itself to
VI STA Mediacenterds menus) .
0 Microsoft .Net Framework 3.0 (To be downloaded for non -Vista

machines, covered during installation)

e ExDomus ® Pro Configurator
o0 Computer with Microsoft® Windows XP Home, Pro, or Mediacenter
Edition 2005, all versions of Vista.
0 Microsoft .Net Framework 3.0 (To be downloaded for non -VISTA
machines, covered during installation)

Mediacenter Extender

e Xbox 360
e Xbox (under certain conditions)

Supported resolutions
All screen resolutions are supported
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Supported equipment

KNX
e DHC TPK controller
e Every configured KNX device
e Hager device for status returns

Cameras
Around 200 cameras are supported in the library in Version 1.0. 1.
The library of supported IP cameras is continuously being updated . If you own a

camera that does not appear in this list, you can check the availability of a new
version including th  is cameraon www.exdomus.com
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Downloading

Version 1.0 .1 of ExDomus ® Pro can be downloaded from the website
www.exdomus.com

Comments:

The ExDomus Pro client does not need an a ctivation key.

Sever version 1.0 .1 is free for 14 days. After that time, a licence key should be
purchased at www.exdomus.com

The server application should be installed on the computer connected to the KNX
controller , which is itself connected to the KNX bus.

ExDomus ® Pr o wor ks wi t h a Abackgroundo applicati
making it possible:

- to be aware of system modifications

- to be aware of messages

- to launch planned tasks

Note: The ExDomus ® Pro server par tis configured to be automatically launched
when starting up Wi ndowsE.
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Installation

If installation does not start automatically, save the file to disk, launch the

ExDomus_Pro_en.msi
process.

ﬁ' ExDomus Pro Setup

ex:omux;f)'

Version 1.0.1

E‘ﬂe"l

[E)E=]

Welcome to the ExDomus Pro Setup
Wizard

The Setup Wizard will install ExDomus Pro on your computer,
Click Next to continue or Cancel to exit the Setup Wizard.

To install ExDomus ® Pro, you must accept terms of the licence:

j§| ExDomus Pro Setup

End-User License Agreement (S )

Please read the following license agreement carefully

=l = s

EXDOMUS®.

LICENCE AGREEMENT OF SOFTWARE for the PRO VERSION of 4

ExDomus ® Pr o

This Software Licence agreement (indicated hereafter under the name of
"CONTRACT") is a legal CONTRACT between you, and DIGITAL HOME
CONCEPT® (indicated hereafter under the name of "AUTHOR") for the
computer program entitled EXDOMUS® PRO version including any
document joint and/or elements accompanying it (hereafter indicated
under the name of "SOFTWARE").

This CONTRACT establishes the terms and conditions according to

which the AUTHOR proposes the licence of the SOFTWARE. <

[V]1 accept the terms in the License Agreement

Print ] [ Back ][ Next ] [ Cancel

uses MicrosofteE

resour ces

application and you will be guided through the installation

(Framewor k

be offered to you if not already available on your computer. They can be
downloaded for free from the Interne t.
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Several installation types are available. You can
among the three that are offered, or install the set:

only select one component

1% ExDomus Pro Setup
Custom Setup
Select the way you want features to be installed.

ExDomus Pro Server
- &3 v | ExDomus Pro Configuration Too
‘=)~ | ExDomus Pro Client

=3~ | PC Client
i Y w | Media Center Client

< | s

o>

Location:

Click the icons in the tree below to change the way features will be installed.

Home automation server used to
manage all your KNX devices

This feature requires 9468KB on
your hard drive.

C:\Program Files\Digital Home Concept\ExDomus KNX\

[ Reset ] {DcskUsage] [ Back

][ Next | [ Cancel ]

Select the client that you wish to install (the Mediacenter client only appears if

you are using the Vista Operating

System with Mediacenter):

ﬁ' ExDomus Pro Setup

Custom Setup
Select the way you want features to be installed.

=] & =]
€XD

Click the icons in the tree below to change the way features will be installed.

¢ 1= x | ExDomus Pra Server Allows to control a KMX installation
i =0 = | ExDomus Pro Configurator from a computer with Microsoft
=) =+ | ExDomus Pro Client Windows Vista Media Center Edition
i (= v | PC Client
Media Center Client This feature requires 6235KE on
your hard drive,
Browse...
Reset | |Diskusage | [ Back || mext | | cancel
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You can change the default installation directory if you wish:

Change destination folder

=)
Browse to the destination folder
Lookin: ExDomus KNX d
((pata
(Doriver
Logs

Next confirm the installation

Ready to install ExDomus Pro

installation settings. Click Cancel to exit the wizard.

Click Install to begin the installation. Click Back to review or change any of your

Status:
'

Please wait while the Setup Wizard installs ExDomus Pro.

|

o ]

Next ]

eEXO0MUL

Completed the ExDomus Pro Setup

Version 1.0.1 | Wizard

Click the Finish button to exit the Setup Wizard.

Back
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Once installed, you will find ExDomus ® Proi n your c o3tgptumeau(Grart
> All Programs > ExDomus Pro ), as well as on your desktop.

ExDomus KNX v L=
Client ExDomus PC -
E ExDomus KNX Configurater

X* - Client ExDomus
PC

You can access two applications with the icon(s) on your desktop:
- ExDomus ® Configurator, which is for describing the existing
equipment to the system.
-  ExDomus ® Client, which is for controlling the eq uipment.
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ExDomus Client (General points)

To be able to operate, your client interface only needs one working ExDomus

server on its network. This server should be configured (see the configurator
document). The differences between the PC client and th e Media center client are
outlined in the following lines.

The PC Client
You can launch ExDomus ® Pr ods <c¢l i ent i ntSant imnanc € Stdrtalm t h e
programs > ExDomus Pro > ExDomus Pro Client ).

You can also click on the icon on the desktop.

[
nl

Client ExDomus
PC

The next window will let you select the server that you wish to configure (which

should of course be on the same network as the machine that you are using the
configurator on). The available servers normally appear on the top icons (only in
Windows Vista).

>
' DEMOH! | RPLAIS/ Tt

Name or IP address of the server:

Pi iz P e e i
Fe F7 Pz Fo o Fe

X

You can thus enter the IP address or the server name to be selected.
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The Mediacenter Client

A menu has been added in your Mediacenterds Main

€9 Windows Media Center = |[@0%

TV + Movies
-

]
plus recorded tv live tv play dvd

P L
= ol

Press your remot e control 6s dowm® Rra and whe or sel
following page will appe  ar:
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