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Operating principle

ExDomus ® Pro software can be installed on any com puter with Microsoft® XP,
Microsoft® Vista Mediacent  er edition or Microsoft® V ista®

It was designed to allow you to manage your house's technical equipment
(lighting, blinds , heating, security systems, etc.)

This application is designed to work in client/s erver mode, i.e. it can work on a
single machine or on several simultaneously.

When being used on a standalone workstation, the PC with the controlling display
is connected to a controller or "modem" (DHC KN X module) which is responsible
for communicating  with the electronic devices to be managed.
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When being used on several workstations, the machine that communicates with
the electronic equipment via the controller is known as the server

The house's controlling displays (the clients ) communicate with this server in
order to manage the devices.
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Concepts

ExDomus ® Pro will use several concepts that you should be familiar with before
starting to configure it:

- Room:_a physical location in the house
- Zone: set of grouped devices
- Device: a piece of electri cal equipment that can be controlled

- Scene: a set of actions programmed in KNX with ETS

- Sequence: a set of actions programmed in ExDomus ® Pro , following
actions, possibly separated by a waiting time for integrating non -KNX
equipment

- Event: this makes it p ossible to trigger a  sequence. An event can be
physical (KNX action), time based (at a determined day and time) or
ephemeris (depending on the sun's position)

- Home Status: 8 generic home statuses that you can adapt (at home,
away briefly, away for a long t ime, surveillance mode, night mode,
guest mode, do not disturb, manual )
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Connecting

The ExDomus ® Pro server will communicate with KNX modules via a "modem" or
controller (reference DHC TPK) connected to a serial port (port RS232) on your
PC, or possibly by  USB.

ExDomus ® Pro automatically recognises port RS232 or the USB where you will
have connected your controller (see the Controller connection chapter).
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Minimum requirements

PC with Microsoft® Windows XP (all editions) or Microsoft® Windows Vista (all
edit ions).

Minimum hardware configuration for use in the Microsoft ® Windows XP
Operating System is as follows:

e Processors: 300 MHz or higher
o Hard disk space: 1.5GB of free space
e Memory: 128MB recommended

Minimum hardware configuration for use in the Microsoft ® Windows Vista
Operating System is as follows:

e Processors: 800 MHz or higher
e Hard disk space: 15GB of free space

e Memory: 512MB recommended
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Installation

Installing the Operating System

All information about installing the Microsoft® Operating System is on Microsoft 0 s
web site:

http://www.microsoft.com/windows/default. mspx

Once the Operating System has been correctly installed, it should be updated:

http://www.update.microsoft.com/

Installing the Microsoft .NET Framework 3.0

ExDomus ® Pro needs Framework 3.0 present to work correctly. This can be
downloaded fromthe  Mi c r o swebsttetasthe following address:

http://www.microsoft.com/downloads/details.aspx?FamilyID=10CC340B -F857 -
4A14 - 83F5 -25634C3BF043&displaylang=en#Requirements

Note that Microsoft® Windows XP should have patch 2 to be able to install
Framework 3.0

User manual page 8/39 16/11/2007


http://www.microsoft.com/windows/default.mspx
http://www.update.microsoft.com/
http://www.microsoft.com/downloads/details.aspx?FamilyID=10CC340B-F857-4A14-83F5-25634C3BF043&displaylang=en#Requirements
http://www.microsoft.com/downloads/details.aspx?FamilyID=10CC340B-F857-4A14-83F5-25634C3BF043&displaylang=en#Requirements

e€xXDO

Installing the ExXDomus® Pro server and configurator

If installation does not start automatically, save the file to disk, launch the
ExDomus _Pro_en.msi application and you will be guided through the in stallation
process.

) ExDomus Pro Setup EEI=]
eEXOoMuUs ) Welcome to the ExDomus Pro Setup
Version 1.0.1 | Wizard

The Setup Wizard will install ExDomus Pro on your computer.
Click Next to continue o Cancel to exit the Setup Wizard.

1. Toinstall ExDomus ® Pro, you must accept terms of the licence:

15! ExDomus Pro Setup ol ® =
End-User License Agreement €XD)
Please read the following icense agreement carefully
LICENCE AGREEMENT OF SOFTWARE for the PRO VERSION of
EXDOMUS®

This Software Licence agreement (indicated hereafter under the name of
"CONTRACT") is a legal CONTRACT between you, and DIGITAL HOME
CONCEPT® (indicated hereafter under the name of "AUTHOR") for the
(computer program entitled EXDOMUS® PRO version including any
ldocument joint and/or elements accompanying it (hereafter indicated
under the name of "SOFTWARE")

This CONTRACT establishes the terms and conditions according to

which the AUTHOR proposes the licence of the SOFTWARE. =

[¥]T accept the terms in the License Agreement |

[Pt ] [ Back J[mext ] [ cancel

2. Several installation types are available. You should select the installation
of ExXDomus ® Pro Server and of ExDomus ® Pro Configurator.

15! ExDomus Pro Setup =18 =4

Custom Setup EXD]
Select the way you want features to be installed

Click the icons in the tree below to change the way features will be installed.

Home automation server used to
0| manage all your KNX devices

-
Z’ Meda Center Clent This feature requires 94688 on
your hard drive.

< i
Location: C:\Program Files\Digital Home Concept\ExDomus KNX\

Reset | [Diskusage | [ Back ][ Next | [ cancel |
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3. Next confirm the installation

15! ExDomus Pro Setup ol & = 15! ExDomus Pro Setup = B =
Ready to install ExDomus Pro % Installing ExDomus Pro %
Click Install to begin the installation. Click Back to review or change any of your Please wait whie the Setup Wizard installs ExDomus Pro.
installation settings. Click Cancel to exit the wizard.
Status:
=)
%) ExDomus Pro Setup =<
eEXooMmus ) Completed the ExDomus Pro Setup

Version 1.0.1 | Wizard

Click the Finish button to exit the Setup Wizard.

Bios configuration

To allow your server t o0 automatically restart when its power has been
interrupted, enable your machinebs automatic r estThig t [
configuration can have several forms depending on your hardware configurat ion.
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Configuration with Microsoft® Windows Vista

Firewall configuration

1. Click the Startbutton and type
Firewall o.

AfiFirewall oCimnckhdéWs edoal

Programs

£ Seeall results

J7 Search the Intemet

Firewa \I| X

WP Windows Firewall with Advanced Secur.

Anthony

Documents
Pictures

usic
Games
Search
Recent Items
Computer
Network
Connect To

Control Panel

Help and Suppo

ol i

2. Next click AChange

settingso.

@ Windows Firewall

3 Turn Windows Firewall an or Windows Firewall
off

9 Allow a program through

el computer through the Intemet or network.

How does a firewall help protect my computerd

(@ Windows Firevall is helping to protect your computer

Vindows Firewall is on.

Inbound connections that do not have an exception are blocked

Display a netification when a pragram is blocked: s

Network lecation: Private network

What are netwerk

Network Center

Windows Firewall can help prevent hackers or malicious software from gaining access o your

Genersl Advanced

o Windows Firewall Settings =

Windo al i helping to protect your computer

Windows Firewall can help prevent hackers or maiidious software from gaining
aceess to your computer trough the Internet or & network.

® On (recommended)

This setting blucks all outsice sources from connecting to this
computer, except for those unblocked on the Exceptions tab.
[ Block all incoming connections

Select this option when you cannect to less secure networks. All

exceptions wil be ignared and you will not be notified when
Windows Firewall blacks programs.

) Off (not recommended)

Avoid using this setting. Turning off Windows Firewall wil make this
computer mare vulnerable to hackers or malicious software,

Tell me more shout t things
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click OK.

4. Addalso port named

ck t

he
and
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o

ns o
t he

B Windows Firewall Settings

& | | Exceptions | Advanced

What are the risks of unblocking a proaram

Ta enable an exceatin, seiect ts check bax:

Exceptions control how programs communicate through Windows Firewll, Add a
oragram or port exception to allow communications through the frenall

Windows Firewsllis curently using settings for the private network lacation,

Program or part
Oremote Volume Management
ORouting and Remote Access

O shMP Trap

irewal Remote Management
agement Instrumentation (WMI)
fedia Player

vedia Player Network Sharing Service
esting Space

e to Peer Collaboration Faundation
i Remote Management

[ ireless Portable Devices

vs Collaboration Computer Name Registration Service

t a bType airEck Dtohmaurs 0fi Add t fhe

port number

Add 2 Port

service you want to use.

m

Name:

Use these settings to open a port through Windows Firenall. To find the
port number and protocol, consult the documentation for the program or

ExDomus

=

s000]

L4 Port number:

[adorogrome. ||| asdpart. || Propertes |

[#]Motify me when Windows Firewal blocks a new program

Protocals

Cancel Apply

Change scope...

Wihatare the risks of opening a port?

the protocol.

AWSD TCP o, 5357 0 as the port number

Add a Port

Name:

=

Use these settings to open a port through Windows Firewall. T find the
port number and protocol, consult the documentation for the program or
service you want to use.

WsD TCP

Port number: 5

Change scope.

357

Frotocl

© uop

What are the risks of opening a port?

Sel ect t

and ATCPO as

5. Finally add port named

as the protocol.

and AUDPO

AWSD UDP ¢, 5357 0 as the port number

=

Use these settings to open a port through Windows Firewall. T find the
port number and protocol, consult the documentation for the program or
service you want to use.

Add a Port

DName: WsD LDP
Port number: 5357
Protocol:

What are the risks of opening a port?

=

Configuring the IP network

1. Clickthe Start butt on

and shar

User manual
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and type
centero
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2.1ln the Il eft col umn, cl i ck f Mandasglect fNeverwor K c o
check f or updatesoKand click O

I
3. Ri ght cllLoocalkArea €@oinecti ondo and then click fAProp
4. Doubl e <click on Alnternet Protocol ver sion
following options: iObtain an | P address automaticall
server addresses audick@ati call yo and
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